
BULK MASTER

BULK MATERIAL S&D HOSE

Product Information

Order Ref: CSD-SIZE MM

Tube: ABRASION RESISTANT, CONDUCTIVE 
NATURAL RUBBER

Reinforcement: HIGH TENSILE SYNTHETIC TEXTILE, 
STEEL WIRE HELIX AND ANTISTATIC 
COPPER WIRE

Cover: ABRASION, OZONE AND WEATHER 
RESISTANT PIN-PRICKED SPECIAL 
SYNTHETIC RUBBER

Application: FOR SUCTION AND DISCHARGE OF DRY 
BULK MATERIALS, SAND,GRAVEL, DRY 
CEMENT

Specification: ISO 1307

inch mm mm BAR PSI BAR PSI m.H20 mm gr/m m

2  51 66 10 145 30 435 -0.92  310 1975 40

21/2  64 78.5 10 145 30 435 -0.92  390 2317 40

3  76 92 10 145 30 435 -0.92 460 3090 40

 80 97 10 145 30 435 -0.92 415 3570 40

4  102 120 10 145 30 435 -0.92 620 4540 40

 

-40ºC to +70ºC
Branding: BULK MASTER BULK MATERIAL S&D HOSE SIZE MM
Colour    : BLACK
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